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OTS 40

The OTS 40 is a stable and robust slide stretching table that is available in five different sizes and finds its place in every 
laboratory.

The work surface consists of a plastic-coated aluminum plate that is 6 mm thick. This enables rapid heating to the desired 
working temperature, which is then kept stable during the entire duration of use. Temperatures of max. +99 °C can be set 
using a digital temperature controller at the front. The current temperature is shown on the display during operation.

The OTS 40 series has proven itself particularly thanks to its high temperature constancy and long life time in routine 
laboratory work.

Slide Stretching Table
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Slide Stretching Table

Technical Data OTS 40.1520 Cat. No.

Temperature: +30 °C to +99 °C

Dimensions Overall (W/D/H): 150 x 200 x 80 mm

Weight: 1.7 kg

Power Supply:
230 V / 50 – 60 Hz / 120 VA 01-4001-00

115 V / 50 – 60 Hz / 120 VA 01-4101-00

Technical Data OTS 40.1540

Temperature: +30 °C to +99 °C

Dimensions Overall (W/D/H): 150 x 400 x 80 mm

Weight: 2.9 kg

Power Supply:
230 V / 50 – 60 Hz / 300 VA 01-4002-00

115 V / 50 – 60 Hz / 300 VA 01-4102-00

Technical Data OTS 40.2025

Temperature: +30 °C to +99 °C

Dimensions Overall (W/D/H): 200 x 250 x 80 mm

Weight: 2.4 kg

Power Supply:
230 V / 50 – 60 Hz / 250 VA 01-4003-00

115 V / 50 – 60 Hz / 250 VA 01-4103-00

Technical Data OTS 40.2530

Temperature: +30 °C to +99 °C

Dimensions Overall (W/D/H): 250 x 300 x 80 mm

Weight: 3.6 kg

Power Supply:
230 V / 50 – 60 Hz / 350 VA 01-4004-00

115 V / 50 – 60 Hz / 350 VA 01-4104-00

Technical Data OTS 40.3040

Temperature: +30 °C to +99 °C

Dimensions Overall (W/D/H): 300 x 400 x 80 mm

Weight: 5.4 kg

Power Supply:
230 V / 50 – 60 Hz / 550 VA 01-4005-00

115 V / 50 – 60 Hz / 550 VA 01-4105-00

OTS 40
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Up to 1,000 slides per hour can be processed with the Linear Stainer COT 20. The continuous process makes high daily 
throughput possible in histological and cytological laboratories.

A total of 23 staining stations are available. The slide holders are transported from one staining bath to the next according 
to the staining and drip times. The staining time can be adjusted as needed, from 20 seconds to 12 minutes. It applies 
to all stations. In order to increase the time in a staining station, it can be set repeatedly. The drip automatic reduces the 
carryover of staining solutions.

The front work surface includes two containers for draining. Each one offers space for up to 10 microscope slide holders 
with 20 slides each. The containers are made of stainless steel and removable, so they can easily be cleaned. Stainless 
steel lids reduce vapors coming from the containers.

COT 20 Linear Stainer Continuous

Flowing watering via a central water connection can be set for 16 of the 23 staining stations. This ensures consistently 
high-quality staining results.

The cuvettes of the staining stations have a capacity of 250 ml each. The effectiveness of the staining and solvents is 
supported by the agitation function, which can easily be switched on and off.

The flexibility of the COT 20 allows a multitude of variations, the use of many common staining solutions and intermediates 
as well as the realization of many cytological and histological routine stains. There are three different models to choose 
from, adapted for laboratory requirements, which can either be connected to existing ventilation systems or have an 
integrated activated carbon filter.
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The following accessories are available for use with the COT 20:

Linear Stainer Continuous COT 20

Item Packing Unit Cat. No.
Microscope Slide Basket with Hanger, for 20 slides 1 pc. 11-0054-00
Hanger for Basket No. 11-0054-00 1 pc. 22-2000-00
Staining Cuvette 1 pc. 35-2002-00
Flow Through Staining Cuvette 1 pc. 35-2001-00
Universal Activated Carbon for Filter Refill Bucket of 5 kg 46-6040-00

Technical Data COT 20.000 Cat. No.

Amount of Staining Stations: 23

Staining Output: - with a bath change cycle of 2 minutes: approx. 500 specimens / hour
- with a bath change cycle of 1 minute: approx. 1,000 specimens / hour

Microscope Slide Basket: 20 slides, to be used directly with MEDITE coverslipping machines

Staining Bath Volume: 250 ml

Agitation: on / off switch for agitation movement to improve diffusion

Staining Time: adjustable from 20 seconds to 12 minutes

Automatic Drip: adjustable from 1 to 30 seconds (can be switched off)

Dimensions (W/D/H): 1,520 x 570 x 440 mm

Weight: ca. 55 kg

Power Supply:
230 V / 50 – 60 Hz / 150 VA 03-2000-00

115 V / 50 – 60 Hz / 150 VA 03-2010-00

Technical Data COT 20.200 with Closed Side Panels

Dimensions (W/D/H): 1,300 x 570 x 440 mm

Weight: ca. 57 kg

Power Supply:
230 V / 50 – 60 Hz / 150 VA 03-2020-00

115 V / 50 – 60 Hz / 150 VA 03-2030-00

Further technical data are consistent with COT 20.000.

Technical Data COT 20.400 with Closed Side Panels and integrated Carbon Filter

Dimensions (W/D/H): 1,300 x 700 x 440 mm

Weight: ca. 65 kg

Power Supply:
230 V / 50 – 60 Hz / 150 VA 03-2040-00

115 V / 50 – 60 Hz / 150 VA 03-2050-00

Further technical data are consistent with COT 20.000.
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TST 44+ Automatic Multi-Stainer

The programmable Multi-Stainer TST 44+ combines flexibility with speed 
for high throughput performance. It has a total of 44 stations, including four 
loading and unloading stations, six water baths and 30 staining stations. 
Alternative TST 44+ models are available with an integrated drying station.

The TST 44+ is operated via touch display at a comfortable viewing height 
with easy menu navigation. Protocols are easy to create and select, with 
many possible variations. The protocol status is shown on the display 
during operation and can be viewed at any time. 

Thanks to the large number of available workstations, different staining 
protocols can be processed in parallel. Neither the reagent change nor 
individual steps such as deparaffining need to be done externally. The 
staining stations work with the agitation technique that ensures gentle 
treatment of the fluids.

During standard protocols, the TST 44+ accepts up to twelve baskets 
with at the same time (eight for staining process, four in start position). 
This way, large quantities of slides can be processed continuously and 
the laboratory routine becomes more efficient. The TST 44+ also has a 
backup power feature to prevent interruption and reset of the ongoing 
process, protecting the sample material from damage.

The fully automatic sequence of the staining protocols is another important 
factor in efficient work organisation. Up to 50 staining protocols can be 
saved. A variety of options can be individually set for each protocol.

The transport head moves in the X, Y and Z directions. It includes a drip 
tray that reliably prevents liquids that are still sticking to slides or baskets 
from being carried over. During transport to the next station, the drip tray 
automatically slides under the slide basket. Cellulose paper in the tray 
absorbs the liquids.

The TST 44+ can be used with an activated carbon filter or connected 
to an external ventilation system. The device supports resource-saving 
work with the integrated water-saving function. In addition, the current 
reagent status can be displayed in the menu, enabling an efficient reagent 
management.
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The following accessories are available for use with the TST 44+:

Automatic Multi-Stainer TST 44+

Item Packing Unit Cat. No.
Activated carbon filter (disposable) for TST 44+ 1 pc. 67-1001-00
Staining cuvette, volume: 360 ml 1 pc. 35-1001-00
Volume reduction block for staining cuvettes (260 ml) 1 pc. 28-1008-00
Filter pads made of cellulose for the draining device, 25 x 115 mm Pack of 100 pcs. 46-6031-00
When using the TST 44+ with the ACS 720 automatic glass coverslipper:
Basket for 30 microscope slides with fixed hanger, plastic 1 pc. 24-1140-00
When using the TST 44+ with the RCM 7000 or RCM 9000 automatic glass coverslipper:
Basket for 30 microscope slides, stainless steel, without hanger 1 pc. 17-5030-01
Hanger for basket for 30 slides made of stainless steel, Cat. No. 17-5030-01 1 pc. 22-1001-00
Basket for 20 microscope slides, stainless steel, without hanger 1 pc. 48-9020-00
Hanger for basket for 20 slides made of stainless steel, Cat. No. 48-9020-00 1 pc. 22-1002-00
When using the TST 44+ with the Twister automatic film coverslipper:
Basket for 20 microscope slides with removable hanger, plastic 1 pc. 46-3002-00
Basket for 30 microscope slides with removable hanger, plastic 1 pc. 24-1146-00

Technical Data TST 44.000+ Standard Cat. No.

Max. Number Staining Protocols: 50

Options per Step: bath, time (1 sec. – 59 min.)

Stations in the Unit: 44 stations, of which: 4 loading and 4 unloading stations, 6 water baths, 30 staining stations with agitation

Bath Volume: 360 ml, with the option to reduce the volume to 260 ml

Safety: uninterruptable power supply (UPS)

Dimensions Overall (W/D/H): 1,210 x 670 x 640 mm

Weight: ca. 118 kg

Power Supply:
230 V / 50 – 60 Hz / 100 VA 04-4400-05

115 V / 50 – 60 Hz / 100 VA 04-4410-05

Technical Data TST 44.200+ with Drying Station

Stations in the Unit: 44 stations, of which: 4 loading and 4 unloading stations, 4 water baths, 2 drying stations (temperature 
adjustable from +40 °C to +90 °C), 30 staining stations with agitation

Power Supply:
230 V / 50 – 60 Hz / 1200 VA 04-4420-05

115 V / 50 – 60 Hz / 1200 VA 04-4430-05

Further technical data are consistent with TST 44.000+.

Technical Data TST 44.000+ C Standard with Transfer Station to the Coverslipper

Stations in the Unit: 44 stations, of which: 4 loading and 4 unloading stations, 6 water baths, 30 staining stations with agitation

Transfer Station: transfer station for the automatic transfer of the slide holder to the ACS 720 Coverslipper

Power Supply:
230 V / 50 – 60 Hz / 100 VA 04-4720-05

115 V / 50 – 60 Hz / 100 VA 04-4730-05

Further technical data are consistent with TST 44.000+.

Technical Data TST 44.200+ C with Drying Station and Transfer Station to the Coverslipper

Stations in the Unit: 44 stations, of which: 4 loading and 4 unloading stations, 4 water baths, 2 drying stations (temperature 
adjustable from +40 °C to +90 °C), 30 staining stations with agitation

Transfer Station: transfer station for the automatic transfer of the slide holder to the ACS 720 Coverslipper

Power Supply:
230 V / 50 – 60 Hz / 1200 VA 04-4740-05

115 V / 50 – 60 Hz / 1200 VA 04-4750-05

Further technical data are consistent with TST 44.000+.
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The Multi-Stainer Glass Coverslipper Combination TCA 44-720 offers 
complete automation of the staining process up to the finished slide. The device 
combines the multi-stainer TST 44+ C with the automatic glass coverslipping 
machine ACS 720. The resulting device is characterized by high flexibility and 
throughput as well as excellent quality and process reliability.

Due to the modular structure, it is no longer neccessary to manually transfer 
the slide basket to the glass coverslipper. This is time-saving for the user, and 
also optimizes the entire procedure of slide processing. The ACS 720 can 
cover up to 400 slides per hour.

The ACS 720 is available in combination with the following TST 44+ models:

• TST 44.000+ C 	 Programmable Multi-Stainer with Transfer Station
• TST 44.200+ C 	 Programmable Multi-Stainer with Transfer Station 
			   and Drying Chamber
Further info on TST 44+ on page 56.

The ACS 720 automatic glass coverslipper works reliably and quickly at a 
consistently high level of quality. The stained slide is transported from the 
basket to the mounting medium by use of a turntable solution, developed by 
MEDITE, where it is applied automatically. In the next step, the cover slip is 
attached. Then the slide is returned to the same slide basket. To prevent the 
dispenser needle from drying out, it automatically returns to a xylene reservoir when the process is finished. 

By automating the coverslipping process, time and effort needed can be significantly reduced. 

MEDITE mounting media and special coverglass for coverslipping machines are recommended for use with the ACS 720 
(more on page 13). Damaged coverglass is recognized by the device. The processed tissue samples are covered smoothly 
and without bubbles for a reliable diagnosis and an archiving period.

TCA 44-720 Multi-Stainer Glass Coverslipper Combination
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The following accessories are available for use with the ACS 720:

Multi-Stainer Glass Coverslipper Combination TCA 44-720

Technical data and accessories for the TST 44+ can be found on page 57.

Item Packing Unit Cat. No.

Activated carbon filter (disposable) for ACS 720 1 pc. 67-1005-00

Basket for 30 microscope slides with fixed hanger, plastic 1 pc. 24-1140-00

Container for coverglass 24 x 50 mm 1 pc. 24-1350-02

Container for coverglass 24 x 55 mm 1 pc. 24-1355-02

Container for coverglass 24 x 60 mm 1 pc. 24-1360-02

Drip tray for dispenser Pack of 10 pcs. 48-9084-00

Technical Data ACS 720 Cat. No.

Coverslipping Time: 6 – 11 seconds per slide

Mounting Medium Dispensing Volume:: 30 – 150 µl

Mounting Medium Container bottle of 500 ml

Microscope Slide Size: 26 x 76 mm with 45° beveled corners

Microscope Slide Thickness: 0.9 – 1.2 mm

Microscope Slide Holder Archive: 4 x 30 slide basket

Coverglass Size: 24 x 50 mm, 24 x 55 mm, 24 x 60 mm

Coverglass Thickness: 0.13 – 0.17 mm

Coverglass Container Capacity: ca. 300 pcs.

Dimensions (W/D/H): 630 x 670 x 640 mm

Weight: ca. 65 kg

Power Supply: 100–240 V / 50 – 60 Hz / 90 VA 04-7200-04
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Twister®

Design can change

The Twister® Film Coverslipper offers high performance and reliable automated coverslipping. The results impress with 
high optical quality. Film-covered microscope slides are ideal for digital slide scanning.

The Twister® is quick and easy to use. It has a large, clear front for protection against contamination that also provides a 
good orientation about the process status and the remaining capacity (slides, xylene, coverfilm). Cutouts in the front enable 
the quick exchange of consumables and new slide baskets without interrupting the coverslipping process. 

Slides are processed at a speed of about 3 seconds. Each slide is automatically taken from the starter basket, carefully 
covered and then placed in the second basket for finished slides. When the basket is filled with covered slides, it is 
automatically dispensed into the output area below the operating area. The start basket is also automatically placed in the 
output area as soon as it is empty. Up to 1,200 slides can be processed per hour. A collection bottle that catches any excess 
xylene during the coverslipping process is placed in the output area as well.

The Twister® is operated via an intuitive, easy-to-read menu. Various parameters, e.g. cutting length of the coverslip are 
individually adjustable. The amount of xylene required can be regulated individually (even during the coverslipping process). 
The bright color touch display at the top in the middle of the device is easy to reach and operate at any time. It is protected 
by touch-sensitive glass and is xylene-resistant.

The standard model of the Twister® works with slide baskets with a capacity of 30 slides. Another model is available that can 
be used with baskets with a capacity of 20 slides. MEDITE slide baskets can be used directly with the Twister®. Adapters 
for other brands of slide baskets are available on request.

The Twister® can be connected to an external ventilation system in the laboratory or used with the integrated carbon filter. 

Film Coverslipper
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Film Coverslipper

The following accessories are available for use with the Twister®:

Twister®

Technical Data Twister® for 30 Slides Baskets Cat. No. 

Slide Basket Capacity: 30 pcs.

Coverslipping Time: ca. 3 seconds per slide

Mounting Medium Container: bottle of 500 ml

Coverslipping Film Dimensions (W/L): 24 mm x 70 m

Film Application Length: 45 – 60 mm

Volume Waste Bottle: 100 ml

Dimensions (W/D/H): 730 x 310 x 545 mm

Weight: ca. 65 kg

Power Supply:
230 V / 50 – 60 Hz 03-5000-02

115 V / 50 – 60 Hz 03-5100-02

Technical Data Twister® for 20 Slides Baskets Cat. No.

Slide Basket Capacity: 20 pcs.

Power Supply:
230 V / 50 – 60 Hz 03-5010-02

115 V / 50 – 60 Hz 03-5110-02

Further technical data are consistent with Twister® for 30 slides baskets.

Item Packing Unit Cat. No.

Basket for 20 microscope slides with removable hanger, plastic 1 pc. 46-3002-00

Basket for 30 microscope slides with removable hanger, plastic 1 pc. 24-1146-00

Twister® Coverfilm, ca. 24 mm width and ca. 66 m length 1 roll 40-4400-00

Film Blades Pack of 5 pcs. 34-5001-00

Activated Carbon Filter (disposable) 1 pc. 67-1005-00

Waste Bottle, complete, 100 ml volume 1 pc. 34-5036-00

Xylene Bottle, complete, 500 ml volume 1 pc. 34-5041-00
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TDO Sahara

The TDO Sahara is a convection oven for fast and gentle deparaffining and drying of slides in the laboratory.

From the outside, the TDO Sahara offers full frontal view into the drying chamber through the generous glass window. This 
gives the user full control over the current state of the slide inside at all times. A magnetic locking mechanism ensures 
that the warm air remains inside the device. This way, the temperature remains stable and the energy expenditure is not 
unnecessarily increased.

The TDO Sahara warms up to operating temperature in just about a minute. The drying times are set using a touch control 
element. The user can choose between a chosen drying time or continuous operation, which is particularly useful when 
a large number of samples is processed. Every specified drying cycle is followed by a cooling phase. Routine slide drying 
usually only takes a few minutes.

The drying chamber offers space for up to 48 baskets with 30 microscope slides, distributed on two stainless steel grids. 
On the bottom of the drying chamber there is a drip tray for safely collecting dripping paraffin or other liquids. Both grids 
and the drip tray can be easily removed for cleaning.

In addition to the magnetic locking mechanism that prevents fumes from escaping to the outside, an activated carbon 
filter helps to reduce the pollution of the laboratory air by solvent vapors that can arise inside the drying chamber during 
operation.

Slide Drying Oven
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Slide Drying Oven TDO Sahara

Technical Data TDO Sahara Cat. No.

Drying Time: adjustable from 1 min. to 99 hrs. 59 min., or endless operation

Temperature: 20 °C to 80 °C, adjustable in 1 °C steps

Dimensions Drying Chamber (W/D/H) 414 x 273 x 280 mm

Dimensions Overall (W/D/H): 445 x 368 x 480 mm

Weight: ca. 23 kg

Power Supply:
230 V / 50 – 60 Hz / 1250 VA 02-6800-00

115 V / 50 – 60 Hz / 1250 VA 02-6900-00

The following accessories are available for use with the TDO Sahara:

Item Packing Unit Cat. No.

Activated Carbon Filter (disposable) 1 pc. 67-1006-00
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USE 33

By using the ultrasonic technology of the USE 33, crystalline structures of calcium phosphate, magnesium phosphate 
and calcium carbonate are shattered quickly and in a targeted manner. This enables quick and cell-friendly decalcification 
when using suitable fixation and decalcifying solutions, e.g. USEDECALC or USERAPID. Infiltration processes of fixation, 
decalcifying or intermediate media are accelerated considerably.

In conjunction with the USEDECALC or USERAPID solutions, the decalcification time is shortened to 25 % of the regularly 
needed time for bone marrow biopsies, femoral heads, nasal and auditory cartilages, and a reduction to 40 to 60 % for 
material containing a lot of corticalis can be reached.

The heat generated by the input of ultrasonic energy is compensated for by an integrated cooling unit. Consequently, the 
digital temperature controller ensures a constant temperature range that is ideal for the descaling process, which is usually 
around 16 – 18 °C. As a result, the morphology and antigenicity are 100 % preserved. Neither shrinkage artifacts nor swelling 
of the tissue can be seen. The morphology is retained very well thanks to the ultrasound-accelerated decalcification, so 
that, among other things, immunohistochemical examinations are also possible.

Ultrasonic Accelerated Decalcifier
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The following accessories are available for use with the USE 33:

Ultrasonic Accelerated Decalcifier USE 33

The special decalcifying solvents USERAPID and USEDECALC for the fast 
decalcification of histological material are ideally suited for direct use with 
the USE 33 ultrasonic accelerated decalcifier. The decalcifying solutions are 
available in canisters of 5 liters and bottles of 1 liter. 

Further information can be found in this catalog on page 14. If you are 
interested, please do not hesitate to contact us!

Decalci� cation Guide 
Dr. Michael Paul

Kirsten Meier

In order to prepare bone-containing tissue for microtome sectioning, 
decalcification is an important step in histological preparation. Depending on 
the tissue, thorough decalcification is time-consuming and can sometimes 
take several days.

Decalcification on the block Femoral head Nasal septum

Using the USE 33 with its ultrasound technology and in conjunction with 
the USEDECALC and USERAPID solutions, the decalcifi cation time can 
be signifi cantly reduced compared to the conventional procedure without 
damaging the morphology. For bone marrow biopsies, femoral heads, and 
nasal and auditory cartilage, the time can be reduced by up to 75%. Material 
with a high proportion of corticalis can reach a reduction in the decalcifi cation 
time of between 40 and 60%. The infi ltration processes of fi xation media are 
also signifi cantly accelerated.

Get more information on how to use the decalcification solutions USERAPID 
and USEDECALC (p. 14) in combination with the USE 33 Ultrasonic 
Accelerated Decalcifier in our MEDITE Decalcification Guide, available 
for download on our website. Printed Guides are available on request, 
please email us at sales@medite.de, Decalcification Guide.

Bonus Information:
Decalcification Guide, by Dr Michael Paul and Kirsten Meier

To download the PDF, scan the QR code or visit www.medite.de/en/ultrasonic-decalcifying-automat-use-33

Technical Data USE 33 Cat. No.

Process Timer: programmable: 1 min. to 100 hours

Timer: - programmable start time and weekly programs 
- with three separate time programs, a separate program can be defined for each weekday or method

Bath Volume: 13.5 liters carrier fluid

Temperature Control: electronic controller with digital display

Temperature Range: +14 °C to +25 °C

Dimensions Overall (W/D/H): 450 x 600 x 350 mm

Weight: ca. 28 kg

Power Supply:
230 V / 50 – 60 Hz / 300 VA 03-3300-00

115 V / 50 – 60 Hz / 300 VA 03-3310-00

Item Packing Unit Cat. No.

Sample insert No. 1, including 4 sample containers No. 1 1 pc. 28-8252-00

Sample container No. 1 for sample insert No. 1, DURAN glass beaker with 
spout, approx. 800 ml, height: 110 mm, Ø 93 mm, max. sample size: 250 cm³

1 pc. 46-1027-00

Sample insert No. 2, including 9 sample containers No. 2 1 pc. 28-8253-00

Sample container No. 2 for sample insert No.2, DURAN glass beaker with 
spout, approx. 150 ml, height: 85 mm, Ø 51 mm, max. sample size: 40 cm³

1 pc. 46-1026-00

Sample insert No. 3, including 49 sample containers No. 3 1 pc. 28-8254-00

Sample container No. 3 for sample insert No. 3, sample vial PVC with lid 
approx. 20 ml, height: 40 mm, Ø 25 mm, max. sample size: 5 cm³

1 pc. 46-1028-00

Lid for sample inserts No. 1 and 2 1 pc. 28-8250-00



Phone: +49 5136 / 88 84-0  •  Fax: +49 5136 /88 84-55www.me dite .de  •   s a le s@me dite .de66

The TAZ 19 is a mobile safety workstation with underfloor exhaust ventilation for use as a tabletop device. It is perfect 
for use for manual coverslipping of microscope slides, for histological and pathological preparations, or for filling and 
decanting solvents.

The continuously variable adjustment of the exhaust ventilation power enables an optimal adaption to the respective 
requirement. Due to the different perforation of the work area, the exhaust ventilation is about equal all over the work 
surface. 

Underfloor exhaust ventilation is ideal because many reagent vapors are heavier than air. The device can be used 
independently with an activated carbon filter or with a connection to an existing ventilation air system. In order to even 
better prevent vapors emitting from the work area, an optionally availabel acrylic glass hood can be added to the TAZ 19. 
Necessary filter changes are indicated by an optical signal.

The TAZ 19 is available in three different versions, differentiated by their respective exhaust ventilation and filter type.

TAZ 19 Benchtype Fume Absorber
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The following accessories are available for use with the TAZ 19:

Benchtype Fume Absorber TAZ 19

Technical Data TAZ 19.000 Cat. No.

Filter: filter casing with universal activated carbon

Dimensions Working Surface (W/D/H): 590 x 310 x 40 mm

Dimensions Overall (W/D/H): 620 x 485 x 405 mm

Weight: ca. 20 kg

Power Supply:
230 V / 50 – 60 Hz / 160 VA 02-1900-00

115 V / 50 – 60 Hz / 160 VA 02-1910-00

Technical Data TAZ 19.200

Filter: filter casing with activated carbon for formalin fumes

Dimensions Working Surface (W/D/H): 590 x 310 x 40 mm

Dimensions overall (W/D/H): 620 x 485 x 405 mm

Weight: ca. 20 kg

Power Supply:
230 V / 50 – 60 Hz / 160 VA 02-1920-00

115 V / 50 – 60 Hz / 160 VA 02-1930-00

Technical Data TAZ 19.400

Filter: connection for external exhaust

Dimensions Working Surface (W/D/H): 590 x 310 x 40 mm

Dimensions overall (W/D/H): 620 x 485 x 405 mm

Weight: ca. 18 kg

Power Supply:
230 V / 50 – 60 Hz / 160 VA 02-1940-00

115 V / 50 – 60 Hz / 160 VA 02-1950-00

Item Packing Unit Cat. No.

Special Hood made of acrylic glass 1 pc. 69-3500-00

Universal activated carbon Bucket of 5 kg 46-6040-00

Special activated carbon for formalin Bucket of 5 kg 46-6041-00
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PathHood

Made of high-quality stainless steel with safety glass, the PathHood fume hood is a compact table top device for safe 
working with chemicals. It is a great solution for various applications in medical, biological or chemical laboratories. The 
perforated stainless steel surface is illuminated with pleasant LED light and enables manual microscope slide coverslipping, 
histological and pathological preparations, or the filling and decantation of solvents in a safe environment. The PathHood 
is also ideal for removing and preparing mailed-in tissue samples.

For exhaust ventilation, the PathHood can be connected to existing ventilation systems and thus extract vapors and 
aerosols generated during the process directly from the workplace. This significantly reduces the pollution of the laboratory 
environment. The exhaustion happens from below as well as from the back wall and can be adjusted manually as required.

Additonally, the PathHood comes with a water connection. A metal mesh is placed under the smooth-running water tap, 
and a collecting basin with a drain is positioned below the work surface. It can either be connected to the wastewater 
system or to a collecting container. 

Fume Hood

Design can change

Technical Data Cat. No.

Exhaust: with ventilation

Dimensions Overall (W/D/H): 1000 x 600 x 900 mm

Weight: ca. 65 kg

Power Supply: 230 V / 50 Hz / 200 VA 45-1140-00
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The Paraffin Filtering Machine L15 is suitable for melting and filtering paraffin. With the space-saving device, paraffin is 
always quickly available and can easily be dispensed in the desired amount via the dispensing tap.

The L15's stainless steel tub holds around 15 liters in total. The paraffin dispenser is positioned centrally on the front with 
enough space below to conveniently position larger containers for filling underneath. With its thoughtful construction, 
paraffin dripping from the dispenser is prevented and the workspace stays clean. 

Paraffin that has already been used can also be melted again with the L15. A special filter cartridge ensures that a lot of 
impurities are filtered when dispensing.

The temperature can continuously be adjusted up to a maximum value of 90 °C by a membrane keyboard with digital 
display. During the process, the current temperature is displayed and can permanently be adjusted and controlled.

A glass lid with a practical handle covers the paraffin tank and makes it easy to view of the current fill level. Both the lid and 
the powder-coated metal housing of the L15 are robust and resistant to common laboratory cleaning agents.

L15Paraffin Filtering Machine

The following accessories are available for use with the L15:

Technical Data L15 Cat. No.

Temperature: infinitely adjustable from +20 °C to +90 °C

Volume Melting Tank: max. 15 liters

Filter Service Life: approx. 3 to 6 months, depending on the type and extent of use

Dimensions Overall (W/D/H): 390 x 590 x 550 mm

Weight: ca. 19 kg

Power Supply:
230 V / 50 – 60 Hz / 650 VA 02-1800-00

115 V / 50 – 60 Hz / 650 VA 02-1810-00

Item Packing Unit Cat. No.

Special Filter Cartridge 1 pc. 46-1801-00
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§ 1 Validity of the Conditions
Our terms and conditions of sale shall apply exclusively. Counter-
confirmations by the buyer with reference to his terms and conditions 
of business or purchasing conditions are hereby rejected. Deviations 
from these terms and conditions or acceptance of contrary terms and 
conditions require our express written confirmation. 
The contract remains binding in its remaining parts even if individual 
points are legally invalid, unless adherence to the contract would mean 
unreasonable hardship for one of the contracting parties. When using 
INCOTERMS, the version from 2020 applies.

§ 2 Conclusion of the Contract
Our offers are to be understood as a non-binding invitation to conclude 
a contract. A sales contract is only concluded with acceptance by our 
written order confirmation or by delivery in accordance with our terms 
and conditions. Verbal commitments and agreements are only binding 
upon our written confirmation. 
After conclusion of the contract, the buyer has to provide all necessary 
information required for the planning to be carried out by us and is 
therefore obliged to perform in advance in this respect. 
Drawings, samples, drafts, construction drawings and other documents 
remain our property and may not be used for other purposes or made 
available to the competition without special permission.

§ 3 Prices
Unless otherwise stated in the order confirmation, our prices apply  
Ex works Burgdorf, Germany, without packaging.
We reserve the right, in the case of an agreed or actual delivery time 
of more than four months (in the case of commercial transactions of 
more than one month), to increase the prices in accordance with the 
cost increases that have occurred due to wage costs, material price 
increases or increases in duties. If the increase is more than 10 %, the 
buyer is entitled to withdraw from the contract if he has not yet accepted 
the goods.
For orders with a net order value of less than EUR 250.00, we charge 
a flat-rate surcharge of EUR 12.50 for small quantities. Shipping within 
Germany is free of charge if the total shipment weight is less than  
40 kg. If the total weight of the consignment is higher, we will charge 
the shipping costs according to expenditure. For deliveries abroad, 
the freight, insurance and ancillary charges valid at the time of delivery 
apply. All prices do not include the statutory value added tax (VAT). With 
VAT ID of buyer within EU, no VAT needs to be invoiced.

§ 4 Delivery, Transfer of Risk and Cancellation
Delivery times are only valid as fixed dates for the purchase if they have 
been expressly confirmed as such in writing. Our obligation to supply 
is ceased until every prior obligation of the purchaser is fulfilled. The 
same applies until drawings made by us have been approved. In the 
event of a delay in fulfillment for which we are responsible, this entitles 
the buyer to assert the rights to which he is entitled only if he has set 
us a reasonable grace period of at least 30 working days, unless this is 
legally unnecessary. We are entitled to make partial deliveries as long 
as this does not an unreasonable disadvantage for the buyer.
The risk of loss, damage and costs are transferred to the buyer when 
the seller has packed the goods and made them available for collection 
at the warehouse of MEDITE Medical GmbH, Wollenweberstraße 12 
31303 Burgdorf, Germany. In accordance with our general terms of 
delivery pursuant to INCOTERMS Ex Works, the delivery or service of the 
order is deemed to have been fulfilled with this provision for collection. 
From this point in time, the buyer has the right of disposal, the power 

of disposal and bears the risk. In principle, goods of average type and 
quality are owed, unless otherwise expressly confirmed in writing. 
If an order is cancelled by the customer two weeks after the date of an 
order confirmation or if a product that is still in its original packaging and 
free of defects is returned by the customer within four weeks of delivery, 
MEDITE Medical GmbH is entitled to charge a cancellation/restocking 
fee of 10 % of the net value of the goods. A return is always excluded for 
goods that are made to order that deviate from the normal design or that 
were delivered more than 4 weeks ago. If a device is sent in for repair at 
MEDITE's expense, we reserve the right to charge for this. 

§ 5 Payments
The terms of payment are stated on the invoice. If no payment terms 
have been agreed, payment is due immediately. In the case of justified 
doubts about the solvency or creditworthiness of the buyer, especially 
if he has stopped his payments, we are authorized, without prejudice to 
other rights, to demand securities or advance payments for outstanding 
deliveries and to make the entire remaining debt due.
In the case of first-time orders, we are authorized to execute these only 
against advance payment may be requested.
We are entitled, in spite of contrary provisions of the buyer, to offset 
payments against his older debts first. The buyer will be informed about 
this by us. If costs and interest have already arisen, we are entitled to 
offset the payment first against the costs, then against the interest and 
finally against the main claim.
The calculation of interest is based on § 288 of the German Civil Law or, 
in the case of bilateral commercial transactions prior to the occurrence 
of default, in accordance with § 352, 353 of the German Commercial 
Law (HGB). If the debitor is in default, we are entitled to charge a 
reminder fee of EUR 10.00 for each additional reminder.
The buyer is only entitled to offset rights if his counterclaims have been 
legally established, are undisputed or have been recognized by us in 
writing.

§ 6 Characteristics, Warranty for Defects
Our order confirmation alone is decisive for determining the quality of 
the goods; if there is no such, the text of the offer specifies the nature of 
the goods. If clarifications of a technical nature are made by the buyer 
in response to our offer, these are only then bindingly agreed upon 
contractual quality when they are reconfirmed by us in writing. Drawings 
only describe the contractual quality if they have been approved by the 
buyer with a signature on the front.
Deviations from the properties (equipment, shape and color) 
described in the brochures or similar representations or in offers are 
also contractually agreed. Representations in brochures are always 
approximate and subject to change. The suitability of the goods for 
the intended purposes is not the subject of the quality of the goods. 
Anything else applies only to those purposes that are described by us in 
the instructions or otherwise expressly confirmed. Wear and tear effects 
and cases due to the nature of the goods and their components does 
not constitute a defect. This applies in particular, but not exclusively, 
to cable connections, gripping elements, vacuum cups, microscope 
slides, plastic containers (embrittlement, deformation) and batteries for 
emergency power supply. The device-specific guarantee declarations 
regulate more precise details. Any warranty expires in the event of 
changes to the goods that go beyond installation according to the 
state of art and our installation instructions. Changes in construction 
and design are expressly reserved. The buyer is obligated to undertake 
checking the specifications set from the order confirmation for their 
conclusiveness with regard to the intended use.

General Terms and Conditions
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Obvious defects must be reported in writing immediately, no later than 
10 days after receipt of the goods. If the defect only occurs at a later point 
in time, the buyer must notify the seller in writing of this immediately 
upon discovery. In the case of mutual commercial transactions,  
§§ 377 ff. of the German Commercial Law (HGB) apply. If the goods are 
defective at the time of the transfer of risk, we may, within the scope 
of the claim for subsequent fulfilment, either repair the goods or make 
a subsequent delivery at our discretion within 30 days of receipt of 
the returned goods, whereby the claim for subsequent delivery shall 
be deemed to involve disproportionate costs if model changes have 
been made by our supplier between the sale and the occurrence of 
the defect. Warranty claims shall expire within one year of delivery in 
the case of mutual commercial transactions, and within two years of 
delivery in the case of consumers. In the event of unjustified claims 
for which the buyer is responsible, whether there is no defect or the 
defect does not result in any warranty claims against us, the buyer shall 
reimburse us for all costs incurred.

§ 7 Retention of Title
We retent title for the purchased item until all payments from the 
contract have been received. In the case of commercial transactions, 
the retention of title applies until all claims to which we are entitled 
against the buyer for any legal reason now or in the future have been 
met. In the event of breach of contract by the buyer, especially in the 
event of default in payment, we are entitled to take back the goods 
immediately.
The buyer is entitled to sell the goods in the ordinary course of business 
as long as he is not in default of payment. The buyer assigns to us 
in advance and in full the claims arising from the resale or any other 
legal reason with regard to the reserved goods by way of security. The 
purchaser is authorised to collect the assigned claims in his own name 
for our account until revocation or suspension of his payments to us.
Goods subject to retention of title and the claims replacing them 
may neither be pledged to third parties nor assigned as security. If 
third parties, in particular bailiffs, have access to the reserved goods 
or assigned claims, the buyer is obliged to point out our rights and to 
inform us immediately by registered letter of the access. If the value 
of the securities exceeds our claim by more than 20 %, we will release 
collateral of our choice upon request.

§ 8 Liability
Liability for simple negligence is excluded unless otherwise stipulated 
by law. The further liability for intent and gross negligence remains 
unaffected. Our liability for delay is limited to 0.5 % of the order value per 
week, overall liability is limited to a maximum of 10 % of the order value.
Furthermore, claims for compensation are limited to the reimbursement 
of proven additional costs (covering purchase based on three 
comparison offers).

§ 9 Design Rights, Contractual Penalty for Dealers
In the case of a bilateral trade, the buyer undertakes not to reproduce 
items from our delivery program or to have them reproduced and 
to sell them. In the event of an infringement, we are entitled to a 
contractual penalty. The amount of the claim is 100 % of the price of 
the corresponding item for each replica piece; the price list applicable 
at the time of the violation is decisive. Our right to further claims for 
damages remains unaffected.

§ 10 Place of Fulfillment, Place of Jurisdiction, Applicable Law
The place of fulfillment for the payment of the purchase price as well as 
for the other services of the buyer is always our registered office. The 
place of performance for our services is also our registered office.
The exclusive place of jurisdiction for all disputes arising from or in 
connection with this contract is the registered office of MEDITE Medical 
GmbH, Wollenweberstraße 12 31303 Burgdorf, Germany. The law of the 
Federal Republic of Germany applies to these terms and conditions and 
all legal relationships between us and the buyer.

As of: 12/2024
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